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This particularly robust pre-pressure sprayer is specially designed 
for the application of products with high pH levels.
It allows the use of water-based and oil-based products.
The pumps have a maximum pressure capacity of 3 bars and 
ensure constant spraying.

Packaging

Presentation

GLORIA PRO 5 
SPRAYER

PRESSURE SPRAYER
FOR ALKALINE PRODUCTS

Characteristics

Maximum working pressure: 3 bars
Capacity: 5 L
Tank: High quality plastic
Support system: shoulder strap
Spraying: spray lance with adjustable brass nozzle
Weight: 1,6 kg
Dimensions: Ø 18 cm, H 52 cm

Instructions for use

The most common area of ​​application for this device is the 
spraying of chemicals for surface treatment.
Its internal mechanics, particularly at the level of the seals, allow 
the use of alkaline products.
This type of equipment must be emptied of its liquid, pressurized 
and dried after each use.

Strengths

Particularly suitable for the use of alkaline products.
Thanks to the constant spraying, it allows the user to work 
for a fairly long time without worrying about the sprayer 
pressure.
The wide funnel and well-designed carrying straps make 
working easier and more comfortable.
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Ref. M0404: Gloria Pro 5 Sprayer

Accessories :

Ref. A4142: Gloria Pro 5 - Complete Lance
Ref. A4102: Viton seal kit
Ref. M0447: Back support
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